1.00

8.00
e
LA

0.30

RoHS com

Unit: mm

pliant

1.80

12.50

5.12

12.80

2.70

8.00

9.00

RECOMMENDED P.C.B LAYOUT
(TOLERANCE:£0.05)

NOTES:
1.MATERIAL:

1.1 HOUSING: LCP+30% G.F,UL 94V—-0, BLUE

1.2 CONTACT: COPPER ALLOY

1.3 SHELL: BRASS

2. FINISH:

2.1 CONTACT: Gold 30u™ Min PLATED ON MATING AREA,
Matte Tin 100U"Min PLATED ON SOLDERING
50U" NICKEL UNDER PLATING OVERALL

2.2 SHELL: SOLDER NICKEL OVER ALL PLATING

5. MECHANICAL:

3.7 MATING FORCE: 3.57kgf MAX.

3.2 UNMATING FORCE: 1.02kgf MIN,

3.3 DURABILITY: 1500 CYCLES MIN

4. ELECTRICAL:

4.1 CURRENT—MAX[amps]: 1.8A(PIN1,4),0THER CONTACTS 0.25A

4.2 VOLTAGE—MAX[volts]: 30V

4.3 WITHSTANDING VOLTAGE: 100V AC

4.4 CONTACT RESISTANCE [ohms]:

30mQ(PINT,4),0THER CONTACTS 50mQ

4.5 INSULATION RESISTANCE: 100MQ MIN

5. OPERATING TEMPERATURE: —55C TO +85°C.
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